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DELTA
PRE-LAUNCH CHECKLIST

OXYGEN -- The oxygen bottle must have at least 500 psi. The
emergency supply must be full (2250 psi each).

AIR =~ Cne air bqttle must contain at least 800 psi. The other
must pe full (2250 psi).

TRIM -- Check the combined weight of the observer, pilot and
extra equipment of the previous dive versus the combined weight
of the upcoming dive. If the combined weight total differs,

add or remove lead trim weights so DELTA and the occupants remain
approximately fifteen (15) pounds negatively buoyant. The

trim weights are stored under the deck plates inside DELTA.

SODASORB -- After ten (10) hours of diving or at the beginning
of each day the sodasorb should be changed. Four quarts of
sodasorb are required to fill the cannister. The cannister is
to be removed from DELTA for filling.

OTHER EQUIPMENT -- Make certain all valves are closed. Make
sure the bow plane and sample bag are attached to DELTA.
Check that the following items are in the submersible:

Diving Regulator Tools
Flashlight Operation Manual
Cyalume Sticks (6)

An inexperienced observer must be briefed on operation of
the submersible, especially with respect to emergency equipment
and procedures.



INSTRUCTIONS FOR SURFACE CREW DURING DIVE

Put underwater communications transducer in the water.
Check surface radio communications before the sub dives.
Check underwater communications as soon as the sub is submerged.

Check sub pinger with the directional tracker as soon as the
sub is submerged.

Maintain dive log and dive report.

Make communications check with the sub at intervals of fifteen

(15) minutes maximum. Ask for oxygen check every thirty (30)
minutes.

Record times of transmissions and details of important communications
in dive report.

Make sure area is free from traffic and support vessel is clear
of surface point before allowing sub to surface.

CAUTION -- Maintain watch for high speed vessels coming into
area during ascent.

CAUTION -- Do not lose contact with submersible by allowing
submersible to get out of voice and/or pinger range.
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PILOT'S CHECKLIST

Use the word "HABIT" to check submersible before diving.

Hatch, Check seating surface for foreign material; then close
and lock hatch. NEVER CLOSE HATCH WITHOUT LOCKING.

Air, Check pressure in air tanks.

Breathing System, Check pressure in oxygen tanks; check that
oxygen valve is open; regulate oxygen flow; check sodasorb
cannister and that blower is on; turn on and check 02 sensor.

Instruments, Turn on master breakers; set altimeter; set gyro;
turn on other switches as required; outside lights off.

Trim, Make sure trim has been adjusted for the dive.
IMPORTANT PROCEDURES FOR THE DELTA SUBMERSIBLE

If Tow visibility prevents the pilot from seeing the bottom
from the conning when sub is sitting on the bottom proceed
with extreme caution.

Do not use outside 1ights unnecessarily.
Turn off all outside lights upon surfacing.

Pilot must request and receive clearance from support vessel
before surfacina (except in extreme emergency).

SCUBA diver and SCUBA gear must be aboard the support vessel
during all dives.

TOOL BOX INVENTORY

12 inch crescent wrench

- pair of vice-grip pliers

- set of allen wrenches

- pair of pliers

standard screwdrivers: small, medium, and large
- ratchet and extension

- sockets 3/4, 5/8

- set combination wrenches 7/16, 1/2, and 9/16

- fog horn

— et () Q) et
'

SPARE PARTS

Fuses

Rags

Grease
Operation manual



MECHANICAL ARM

The mechanical arm is used to pick up objects from the ocean
bottom. The best position for the observer to assume to operate the
arm is to lie on his left side. He extends the arm out as far as
necessary with his face next to the lower port on the starboard side.
The observer directs the pilot in maneuvering the sub or he can move
the sub slightly himself with the arm. When the observer has an object
firmly grasped with the arm, the pilot lowers the sample bag to the
bottom by turning the small crank in the conning tower. When the bag
touches bottom, it automatically opens and the observer drops the
object into the bag. When the arm is retracted and clear of the bag,

the pilot raises the bag to its stowed position and secures the crank
handle with its retaining band.

Pulley for
Assist Line
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MECHANTCAL ARM
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PARTIALLY EXTENDED



CAUTION:

CAUTION:

CAUTION:.

CAUTION:

NEVER RELEASE THE ARM WHILE IT IS EXTENDED AS EXTERNAL

PRESSURE WILL CAUSE IT TO SNAP BACK INTO.THE SUB, POSSIBLY
RESULTING IN DAMAGE OR INJURY.

IF THE ARM IS USED BELOW 500 FEET,-THE PILOT IS TO ASSIST

THE OBSERVER BY HOLDING TENSION ON THE ASSIST LINE CONNECTED

TO THE ARM.

DO NOT USE EXCESSIVE LATERAL OR PRYING FORCE ON THE ARM OR

IT MAY BE DAMAGED. '

ALWAYS STOW THE ARM IN ITS FULLY-RETRACTED POSITION WITH THE
HANDLES UP WHEN IT IS NOT BEING USED.
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LIEC SUPPORT SYSTEM

e function of this system is to maintain a closed-system
aimosphere in DELTA approximately the same as at the surface
This is done by replacing the 0, consumed by respiration of

the occupants and scrubbing exhaled CO, from the sub's atmosphere NOTE - ?ﬁ;?ﬁ:iﬁraffﬁcz§tzcef? ng:elhe
by circulating the air through a cannister filled with c11 _
Sodasorb.granules. sensor will cause a 1-2% decrease

in the oxygen indication.

Emergency Oxygen
Two 72 cu.ft. Bottles
Good for 144 man-hours Air Enters

. . -+Emergency Sodasorb
( Bloger \S\Y y/,/‘ 14 two quart bottles

Good for 144 man-hours

Removable Cannister
Filled with Sodasorb (4 quarts)

S::Air Exits Bargmeter (Altimeter)
Main Oxygen",' fo)
- Valve
) Oxygen 0, Level Indicator
High Pressure Regulator with Alarm
Oxygen Bottle
50 cu.ft.
20DASORB DXYGEN BAROMETER (ALTIMETER)
Sodasorb-granules are used as the C0, in DELTA The oxygen bottle is located above :
; * ' Th i i
Four quarts of Sodasorb are requiredzto fin the starboard high pressure air bottle prgsgz:gmﬁﬁigdzei;:rizba;225$2e:;gd
the cannister. Fresh Sodasorb is white; it aft of the pilot. Two emergency 72 cu.ft. oo, guide for controlling the U
turns purple when saturated with C0,. The oxygen bottles are located in the aft flow. SET THE ALTIMETER AT SEA EEVEL
Sodasorb shou]q pe changed when approximately ballast tank. BEFORE CLOSIHG THE HATCH. If the
ten hours of diving is done. Fourteen bottles TO OPERATE THE SYSTEM: altimeter shows an increase in
of emergency Sodasorb are stowed on the port 1) Turn main oxygen valve on altitude, increase the 0, flow. if
and starbord sides aft of the pilot seat. 2) Set oxygen flow rate wi}h regulator there is a decrease in aTtitude
valve to approximately "2" on the decrease the 0, flow. HOTE
CAUTION -- DO MOT OPERATE THE BLOWER WITHOUT gauge. (Proper setting depends on Temperature vaﬁiations may cause
SUFFICIENT OXYGEN FLOW the activity level of the occupants) changes (approx. 300') in altitude
ALWAYS MAINTAIN OXYGEN FLOW readings.
3) Monitor 07 Level Indicator and adjust NO ‘
T - . N .
flow to maintain a 20.8% reading. E- High pressure air leaks will

cause a large decrease in altitude.



EMERGENCY WEIGHT RELEASES

Sleeve\ Sample Bag Reel
Bag Reel
Handle M
Rudder @4—— Drop Ring
Control Arm
(,— Release
PO
[« — — - |
KTail Release Rods
/l Emergency
k\~ Drop Weight
~— Tool Box Release \
Tail Drops
Off Here

~4—— Drop Height 160 pounds

10 JETTISON TAIL TO JETTISON DROP WEIGHT

TO JETTISON SAMPLE BAG

First disconnect the rudder control arm
from inside the sub using the 12" crescent
wrench. Then unscrew the two tail release

Unscrew the release, located under
the forward deck plate, using the
ratchet, extension, and socket located

The sample bag and its line
may be released from inside DELTA,

first, unreel the line, then
rods using the ratchet and socket in the in the tool box. remove the reel handle. Remove
tool box. Unscrew each rod alternately the sleeve between the handle and
one turn each until the tail is jettisoned. TO JETTISON DROP RING the hull and tap shaft with a lead

ballast weight. The shaft will

Turn crank on starboard side sever the line freeing it and the bag.

aft of conning tower.

NOTE -- TO UNSCREW THREADS TURN COUNTER-CLOCKWISE






